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Bev ANS VANISHING DOOR 


Standardization 


Evans Vanishing Door Wardrobes are standardized in size, con- 
struction and mechanism. In the past seven years no changes have 
been made except to raise the ceiling height of Wardrobes Class Y 
and Z so that the top of the doors when installed would be the same 
height as the other classes, and a slight change in the hinges neces- 
sitated by making them of pressed steel. Standard sizes are shown by 
the detail drawings in this catalog. Special sizes will be made at con- 
sistent prices. 


Doors 


All doors are made veneered, except the two panel doors for Yel- 
low Pine Wardrobes, which have solid White Pine stiles and_ rails 
unless otherwise specified. The Flush Doors are made Evans Patent 
Process, which is a hollow sanitary door, the making of which re- 
quires special machinery, a knowledge of the art and a Manufacturer's 
License. All Doors are interchangeable, that is, one from a given 
Class Letter can be used on another. : 


Paneling 


Framed up paneling is made With solid stiles and rails and three-ply 
laminated panels. Flush smooth paneling is made five-ply laminated 
under a 300 Ton Hydraulic Press and is thoroughly dried out before 
trimming to size. 


Vent Screens 


Vent Screens are framed up to the sizes required and the top cov- 
ered with Galvanized Wire Mesh, giving a paneled effect on the 
under side. 


Shelving 


The Shelves for the wardrobes in which Class A Hinges are used 
are put together at the factory. Those for Wardrobes Y and Z are 
sent in long lengths as the depth of these wardrobes permit full length 
shelves; the same, however, is used on wardrobes with Class A hinges 
when extra depth is provided. 


Combination Book Case and Teacher’s Closet 


An ideal arrangement is shown in detail of Wardrobes Class Z. It 
provides five book shelves and a wide shelf above for hats and a 
space below for shoes, a hook on each door and a hook on each end 
of the book case. This arrangement costs the same as those for pupils. 


Finish of Woodwork 


All woodwork is sold in the white without filling or staining. It is 
wrapped in paper, well crated and shipped in a very dry condition 
and should arrive on the job in good shape. It should at once be 
painted on the back and the exposed surfaces filled. This dry wood- 
work should not be exposed to excessive moisture, such as a freshly 
plastered room. 


Blackboards 


Blackboards are priced separately, including mould. We can fur- 
nish Fiber or Genuine Slate. The former being lighter, will not 
break and costs less to transport and install. Separate quotations are 
made and Blackboards are not included with the wardrobes unless so 
specified. Blackboards are shipped separately, with mould, to be 
planted on the door at the job by others. 


Felt 


For each door there is required a strip of Felt which is to be glued 
to the inner side of the trim against which the door strikes when 
reagent This makes the action noiseless. We insist that it always 
e used, ; 
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Hinges 
CLASS A is a floor hinge and the same mechanism is used at the 
top of the door, dividing the load. They will swing a door weighing 
over 200 pounds. The top hinge is made with short terminals so as 
to work on doors with narrow top rails. Hinge A is divided into 
two classes, as follows: * 


STANDARD CLASS A, which will set the door from nothing to 
4 inches from the floor. 


SPECIAL CLASS A which will set the door from nothing to 6 
inches above the floor. 


When Class A Hinges are used, a 13-16” fillet is used above 
the door. 


CLASS Z is a Jamb Hinge, a pair being used on each door. They 
will operate a door weighing over 100 pounds. The upper hinge is 
screwed to the Jamb and the Fillet above the door, The lower hinge 
is provided with a reversible angle brace which can be secured to the 
hinge so as to fasten the brace either to the floor or to the jamb. 
Hinge Z will set the door from a minimum of 34%4” above the floor 
up to any height. Hinge Z requires a 344” fillet above the door. 


CLASS I is a heavy hinge, designed for Exterior, Communicating, 
Closet and Garage Doors. It is also practical for Telephone Booths 
but it is not used in school wardrobes. 


Any of these hinges will work on any width door, but the wider 
the door the more it will project into the room. 


Finishes 
The Wardrobe Hinges are hidden behind the doors when closed 
and it is not essential that they match other finishes. They are fur- 
nished in either Nickel or Black Gun Metal Finish and when not 
otherwise specified the latter will be provided. All hinges are formed 
with Steel Dies, assuring a uniform product. Therefore doors hung 
in the same way will work alike. 


Hooks 


Each four-foot unit is provided with 16 -coat and hat hooks fin- 
ished to match the hinges. 


Umbrella Racks 


When Umbrella Racks are’ specified they are provided one for each 
door and consist of a holder and a removable drip pan, the bar and 
pan being finished to match the hinges. They are not included as 
standard equipment but are supplied at an additional cost. 


Door Pulls 


The doors move so easily that a heavy bar door pull is unneces- 
sary. Our door pulls are inconspicuous and consist of a small turned 
cat with tenant. The tenant should be glued and pinned into 
the door. 


Shoe Boxes 


When Rubber Shoe Boxes are specified they will be furnished for 
an additional price. They are made with the floor of the room forming 
the bottom, and hinges provided for securing to the back of ward- 
robe so the frame can be raised up and the: floor swept out. We 
consider this the best arrangement for a shoe receptacle, but a 
better plan is to omit it entirely and set the shoes on the floor for 
they will not mix up so badly and this will save the pupils time: 
in sorting them out. 


Patent Date Plates 


As the hinges are not only patented as a mechanism but also in 
combination with a door, we stipulate that the erecting contractor 
put our little patent date plates on each door. These are packed 
with the hinges before shipping. ’ 
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Evans Vanishing Door Wardrobe | 
CLASS A1 


Vertical air currents dry the clothes 
Economy in floor space. Doors do not block 


| 
| 
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the aisles 
VENTILATED NOISELESS 
SANITARY DOORS CANNOT STICK i 
OPENS EASILY CLOSES EASILY { 


Wardrobes Class Al as shown here are made 
to set against the wall and provided with a top. 
The above illustration is of a 12’-0” section con- 
sisting of three 4’-0” units. For sizes and con- 
struction see details on opposite page. Unless 
otherwise specified Standard Class A Hinges are 
used, which will set the doors up to four inches 
above the floor. The air space under the doors can 
further be increased by removing the lugs from the 
bottom of the doors. For additional height Special 
Class A Hinges are provided which will set the 
door anywhere up to six inches above the floor. 
When so required Wardrobes can be furnished 
with Class Z Hinges and doors without lugs by 
changing the fillet above the doors to 31% inches. 


Ventilation 


The Wardrobes are ventilated by an upward 
current of air taken from under the doors and 
passing upward thru the vent screens. It is then 
taken from the top, end or back and connected 
to the vent stacks. When it is required to take 
the vent from the end at the floor it is done by 
omitting the panels in.the divisions. 
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Combinations 


Any number of four-foot units can be connected. 
Also 2'-0” and 2'-6” units can be arranged to suit. A 
combined Book Case and’ Teacher's Closet can be fur- 
nished as shown by Wardrobes Class Z. Such a com- 
bination works equally well in a 2'-0” or 2'-6” unit. 


Installation 


Refer to the detail above and assemble the work out 
on the floor where the workmen can get all around it. 
The work can be assembled either vertical or horizontal 
and then set vertical. In assembling omit the shelves, 
doors and fillet until the wardrobes are set in place. Then 
set the doors in their closed position and secure tempo- 
rarily, one door at a time. Then secure the hinges in 
place as shown by the figures in the little squares on the 
detail. After the doors are working smoothly fit the 
fillet above the doors and secure the shelves in place. 
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Evans Vanishing Door Wardrobe 
Class A2 


Vertical air currents dry the clothes 


VENTILATED NOISELESS 
SANITARY DOORS CANNOT STICK 


Evans Vanishing Door Wardrobes Class A2 as 
here shown are made to set flush with the wall. 
For sizes and construction see details on the oppo- 
site page. 

For Doors, Hinges, Ventilation, Combinations 
and Installation see text under cuts of Wardrobes 
Class Al, pages four and five. 


Explanatory 

In our previous issues Class Al, Class A2 and 
“Class A3 were treated under one Class Letter A. 
The difference in construction was taken care of 
by designating Class A to set against the wall and 
provided with a top, Class A to set flush and 
Class A made for plaster backs and ends without 
divisions. In this catalog we have given a number 
after the class letter A to designate the construction. 


There are more Class A2 Wardrobes sold than 
any other, not that it is any better. It is medium 
in price, just between the highest Class E and the 
cheapest Class Z. 
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Selection 


Pick out the class letter that will best meet the require- 
ments as to detail. All Classes are alike as to hanging 
space and convenience, and the ventilation can be 
arranged to suit the Architect. Some are lower priced. 
than others, but all are made with the same modern 
equipment by experienced men who know what to do 
and how to do it. 


Size of Recess 


The height of opening is 6’-3” from the finished floor 
to the rough lintel above. The depth is 2’-1” and the 
width is the sum of the units plus 2 inches. The two 
latter measurements are from the plaster line. As an 
illustration, the size recess for the above section of three 
4'-0" units is 12'-2” long, 2’-1” deep and 6'-3” high. 
These measurements can vary one inch without interfering. 


SaaS ————_____ 
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Evans Vanishing Door Wardrobe , 
Class A3 


Vertical air currents dry the clothes 
Economy in floor space. Doors do not block 


the aisles 
VENTILATED NOISELESS 
SANITARY DOORS CANNOT STICK 
OPENS EASILY CLOSES EASILY 


Evans Vanishing Door Wardrobes Class A3 as 
here shown are made to set flush with the wall 
and for plaster ends and backs; without divisions. 
For sizes and construction see details on the oppo- 
site page. Standard Class A Hinges are used. 
They will set the door up to four inches above the 
floor. The air space under the doors can be in- 
creased by removing the lugs from the doors. For 
setting the doors a greater height from the floor 
Special Class A are provided which will set the 
door any height up to six inches above the floor. 
When so required the Wardrobes can be equipped 
with Class Z Hinges and Doors by changing the 
fillet above the doors to 34 inches. 


Size of Recess 
The recess is approximately 6’-3” in height, ex- 
actly 2’-0" deep and the length is the exact sum 
of the units in width, nothing added. 


Ventilation 
The Wardrobes are ventilated by an upward 
current of air taken from under the doors and 
connected to the vent stacks from any part of 
the wardrobe as may be specified by the Architect. 
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Combinations 


Any number of 4'-0", 2'-0" or 2/-6” units may be com- 
bined in a section together with a combination Book Case 
and Teacher’s Closet as shown in Class Z, this latter costs 
the same as a Unit for Pupils, of the same width. When 
a division is required between the teacher's closet and the 
standard units same will be furnished at additional price. 


Installation 


Refer to the detail above and assemble the work out 
on the floor where the workmen can get all around it, 
omitting the doors, shelves and fillet above the doors 
until the wardrobes are in place. After the wardrobes 
are in place set the doors in their closed position, one 
at a time, securing temporarily. Secure the hinges in 
place as shown by the little squares on the detail. After 
the doors are working smoothly fit the fillet above the 
doors and secure the shelves in place. 
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Evans Vanishing Door Locker 
and Lavatory 
Class B 


_ The Ideal Lavatory and Locker for Office Buildings 
Economy of Floor Space 
The space saved more than pays for the equipment 


MADE WITH OR WITHOUT 


VENTILATED MIRRORS 
NOISELESS GLASS SHELF 
SANITARY TOWEL ROD 
CONVENIENT PLUMBING NOT INCLUDED 


These Lavatories and Lockers are very desirable 
to use in connection with Wardrobes Class A. 
Three four-foot units being for pupils, with the 
addition of a two-foot unit for Teachers’ Closet, 
and a two-foot six-inch unit for Lavatory. The 
four big schools at Akron, Ohio, are equipped in 
this manner, besides many others. 


EVANS VANISHING DOORS move on 
double pivoted arms—no tracks or noisy rollers. 
Every piece of work is substantially built and 
guaranteed. | 
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Evans Vanishing Door Wardrobes, 
Lockers, Etc. 


They occupy the smallest space possible. When the 
doors open THEY DO NOT BLOCK THE AISLES 
nor interfere with the use of the adjoining compartment. 
In the school room they can be used during class hours,, 
as any little child can operate them, and they are abso- 
lutely noiseless. 


The value of the floor space saved more than pays 
for their installation. As an illustration: The school cloak 
room and additional corridor space requires about one 
hundred seventy-four square feet—the wardrobes for each 
room only occupy twenty-four square feet—this makes 
a saving of,one hundred fifty square feet, which would 
cost to build more than three times the cost of the 
wardrobe. Besides this, when the wardrobes are placed 
in the school room they are directly under the eye of 
the teacher, thereby contributing to the morals of the 


pupils. 
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Evans Vanishing Door Wardrobe 
Class E 


Made with or without exhibit blackboards. The 
vertical air currents dry the clothes. 
Economy in floor space. Doors do 
not block the aisles 


SANITARY NOISELESS 
VENTILATED DOORS CANNOT STICK 
EASY TO OPEN EASY TO CLOSE 


EVANS VANISHING DOOR WARD- 
ROBES CLASS E are the highest grade known 
to us. The doors are made Evans Patent Process, 
which is a hollow sanitary door, weighing but half 
that of a solid door. 

The doors will positively not shrink or swell in 
length or breadth. The light weight and staying 
qualities of these doors make them very desirable 
for use in School Room Wardrobes, or, in fact, 
any place where price does not prohibit the best 
door possible to produce. These Hollow Doors 
are well known throughout the United States and 
can be found in such buildings as the St. Louis 
City Hospital, the French Lick Springs Hotel, etc. 
There are thousands of them in the Cincinnati, 
Ohio, Hospitals. In order to properly produce this 
door it requires special equipment and a knowl- 
edge of the art, and as it is a patented product it 
goes without saying that a manufacturer’s license 
must be had. 

The price of these Wardrobes is made as low as 
“consistent with the character of the work, and we 
take this occasion to caution other manufacturers 
against attempting to make these Hollow Doors 
without special equipment and a manufacturer’s 
license. 
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The walls and divisions are made five-ply laminated, 
the veneer being reshrunk and then fabricated under a 
300-ton hydraulic press. As the flush doors and laminated 
panels require in their making two drying periods of 
about seven days each, they cannot be produced as 
quickly as other panel work. When blackboards are used 
it is necessary to plant them on the door, using a very 
small rabbeted mould. 


Wardrobes Class E, as shown, are made to set flush 
with the wall. In preparing the recess, the length should 
be units of four feet plus two inches, the net depth 
twenty-four and one-half inches, and the height six feet 
three inches from the top of the finished floor to the 
rough lintel. See Details above. 


When so ordered, Class E can be made to set against 
the wall and provided with a top. 


For size of Hinges, Ventilation, Combination and In- 
stallation, see text under cut of Class Al. It is the same. 
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Evans Vanishing Door Wardrobe 
Class F 


Made with plaster back and ends 
DOORS DO NOT BLOCK THE AISLES 


VENTILATED NOISELESS 
SANITARY DOORS CANNOT STICK 
OPENS EASILY CLOSES EASILY 


WARDROBES CLASS F are the same as Ward- 
robes A3 except that they have Evans Patent Proc- 
ess Doors, which is a hollow sanitary construc- 
tion the same as Class E. The doors can have 
Blackboards planted on if desired. 


Recess 


CLASS F is made to set flush with the wall in 
a recess with plaster backs and ends, and without 
divisions. The size of the recess is approximately 
6’-3” high, exactly 2’-0” deep and the length is 
the combined width of the units, nothing added. 
Measures of length and depth are taken from the 
plaster line. 


Combinations 


Any number of 4'-0”, 2'-0” or 2'-6” units may be com- 
bined in a section together with a combination Book Case 
and Teacher's Closet as shown in Class Z. This latter costs 
the same as a Unit for Pupils, of the same width. When 
a division is required between the teacher's closet and the 
standard units same will be furnished at additional price. 
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Kind of Hinges 
The doors are hung on standard Class A Hinges, which 
will set the doors any height up to 4 inches, or if spe- 
cified, on Special Class A Hinges, which will set the 
door any height up to 6 inches. If desired, Class Z doors 
and hinges can be used, they necessitating a 314” fillet 
above the door. 


Ventilation 


The vent can be taken from any part of the wardrobe 
and connected to the vent stack. We recommend that 
it be taken from the-top, however it will work all right 
if taken from the end or back, in which case, if so 
specified, we furnish a panel top, instead of screen vents, 
at the same price, but the screen required by the new 
vent opening would then be furnished by others. 


Installation 
For installation see description, Wardrobe CLASS A3. 
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Evans Vanishing Door Wardrobes 
Class Y 


Made for plaster backs and ends 


The space saved more than pays for the equipment 


VENTILATED NOISELESS 
SANITARY EASY MOVEMENT 
CONVENIENT DOORS NEVER STICK 


WARDROBES CLASS Y are made to set be- 
tween walls and provided with a top. For sizes 
and details see opposite page. The plastered wall 
forms the back and ends. It has no divisions but 
where so required paneled ends are provided. 


Hinges Used 


The doors are hung on hinges Class Z which is 
a Jamb Hinge and secured at the top against the 
jamb and the 3!4” fillet above the door. The 
bottom hinge is provided with an angle brace 
which can be turned to fasten to the floor or to 
the jamb. These hinges set the door from a mini- 
mum of 344” above the floor up to any height. 


Combinations 


” 


Any number of 4’-0”, 2’-0" or 2’-6” units may be com- 
«bined in a section together with a combination Book Case 
and Teacher’s Closet as shown in Class Z. This latter costs 
the same as a Unit for Pupils, of the same width. When 
.a division is required between the teacher's closet and the 
standard units same will be furnished at additional price. 


Page 16 


EV ASN:S VANISHING DOOR 


VENT pocKer 
air to be taken From top, back or end 
according to requirements 


BLAH BOARDS 5416 367 m, /8x408E7 Om OOORS 
wanonoes cLass Y 70 867 BETWEEN OR AGAINST WALLS 
FURNISHED EITHER WITH OR WITHOUT BLACKBOARDS 


CaNING VENT 


FLOOR PLAN SHOWING PROGRESSIVE 
MOVEMENT OF HINGE WITH 7 INCH ARMS 
AND AMOUNT OF SPACE USED IN MOVEMENT 


Jeauh im bwerles “16 


SECTION 


EVANS VANISHING DOOR WARDROBE cass { 


Ventilation 


The vent can be taken from any point in the wardrobe. 
We recommend that it be taken thru the vent screens 
at the top but when otherwise specified we will supply 
panels instead of vent screens at the same price, but the 
screen for the new vent opening would be provided ‘by 
others. 


Installation 


Refer to the details above and assemble the ward- 
robes out on the floor where the workmen can get all 
around them, omitting the doors, fillet and the shelf 
sttips, but laying in the shelf strips loose. After the 
wardrobes are in place secure the doors temporarily, one 
at a time, and install the hinges as shown by layout in 
the details. After they are working smoothly, fit the fillet 
in place and screw the upper hinges to it. Then secure 
the shelf strips and hook strips in place. 
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Evans Vanishing Door Wardrobe 
Class Z 


Made for plaster backs, ends and ceiling 


DOORS DO NOT BLOCK THE AISLES 


VENTILATED DOORS MOVE EASILY 
SANITARY AND SILENTLY 
CONVENIENT THEY CANNOT STICK 


WARDROBES CLASS Z are made to set flush 
in a plastered recess. For sizes and construction 
see details on opposite page. They are made with 
full length shelves and without divisions. They 


are equipped with Class Z hinges, the same as 
described for Class Y, 


Wall Recess 


The size of the finished plastered recess should 
be exactly 6’-3” high, 2’-6” deep and in even 4’-0” 
units with nothing added. 


Ventilation 


The vent can be taken from the top, back or 
end as may be required. When the vent openings 
are covered with a screen it is provided by others. 


Installation 


For installation refer to the text under details of 
Wardrobe Class Y, page 17. 
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Book Case and Teacher’s Closet 


The cut and details show such a combination which 
gives plenty of room and convenience. Five shelves for 
books, a wide shelf above for hats, an open space below 
for shoes and a hook on each door and a hook at either 
end of the book case. This arrangement is the same price 
as that arranged for pupils. When so specified it will be 
provided for any of the other classes. 


Economy 


Wardrobes Class Z are the cheapest to make and have 
the same hanging space, convenience and utility as any 
of the others and are as well made. However it is evi- 
dent that built-up panel work will not compare in real 
beauty with the smooth finish shown in Wardrobes Class E 
and Class F in which the intricate tracery grained in 
the wood by nature has been preserved. 
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EVANS VANISHING DOOR 


Evans Vanishing Door Wardrobe 
Class G 


WARDROBES CLASS G illustrates one of the 
many uses to which Evans Vanishing Door Hinges 
can be applied, showing them to be adapted to 
Wardrobes for the home. These Wardrobes can 
be built into the wall, and garment hangers ar- 
ranged to suit the requirements. Class G is shown 
to have an umbrella rack fitted to the door; these 
are not included in School Room Wardrobes un- 
less specially ordered, in which case we recom- 
mend one for each door. 


a 
Page 20 


EVANS VANISHING DG O'R. 


EVANS VANISHING DOOR TELEPHONE BOOTH. 


PATENTED HOLLOW WALLS, CLASS - K x*--D00RS DO NOT CROWD. 


WORKMANSHIP, - 
MECHANISM, 
MATERIAL AND 
DURABILITY 
GUARANTEED. 


ASK FOR CATALOG. 
EVANS VANISHING 
ut 


These booths are made the same construction as the 
Evans Hollow Sanitary Doors (shown on page 24). Con- 
versation can not be heard from one booth to the other. 


They are ventilated, the air being taken from the out- 
side thru the holes near the bottom of the door and 
passes up thru the hollow door and is discharged into 
the interior near the lock line. The Air is taken out 
thru the hollow top and is discharged thru the top near 
the rear. When the door is closed it automatically turns 
on the light and the ventilation starts. 


The booths are sold in the White, in the knockdown, 
ready to assemble and includes concealed wiring and 
automatic light switch but does not include the light 
globe or bracket. 


These booths are high grade work which will not 
shrink or swell in length or breadth and are not offered 
in competition with the ordinary one thickness paneled 


booth. 


EEE 
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EVANS VANISHING DOOR 


Evans Ring Joint 
Patented 


Evans Ring Joint (Reverse Side) 
Patented U. §., Canada and Foreign Countries. 


A Joint That Is Stronger Than the Wood Fiber 


EVANS RING JOINT is made as follows: A 
ring of spring steel, corrugated to a smaller in- 
ternal diameter than the groove into which it is 
to be seated, is expanded over a hard steel cone 
by being forced over the cone, the ring being 
discharged from the larger end of the cone while 
in an expanded condition, into the circular groove. 


Thus the ring becomes a clamp, and whatever 
pressure it required to expand the ring is then 
exerted to hold the joint together. This can be 
set to over two tons for each ring. 


White enamel will not crack over this joint. 
Nothing less than a destructive force will open it. 
A sample Joint sent on request. 


Write for catalog “Get Into the Ring.” 


SSanueqyes>y =] ese 
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EVANS VANISHING D: O° O:R 


Evans Ring Joint 


Patented 


Evans Ring Joint Machine 


Patented United States, Canada and Foreign Countries. 


Model Junior D 
A Portable Bench Machine, to use on the job. 
Will make a perfect joint in one minute. 
It should pay for itself in 100 hours work. 
For price of machine and rings, address 


W. L. EVANS, 
Washington, Indiana. 
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EVANS VANISHING Di0: OR 


The Hollow Sanitary Door and 
Panel Work 


Evans Process 
Patented United States and Canada. 


The “EVANS PROCESS” Hollow Sanitary 
Door stands in a class all its own. It consists of 
a series of ribs and air spaces, on either side of 
which is laminated cross bands and veneers. The 
air spaces give lightness and sound-proof qualities 
to the door, making the doors and panels most 
desirable for use in Telephone Booths or any- 
where that sound-proof qualities are required or 
where the best is wanted. The cores, being sepa- 
rated by air spaces, may shrink or swell without 
affecting the length or breadth of the door. Spe- 
cial equipment and a manufacturer’s license are 
necessary in the production of this door. 


NOTICE TO THE PUBLIC 
We will protect our process without regard to cost. 


Page 24 


Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


‘(NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 


